**Compocel® Alf**

**Panel’s composition**

SKINS OF ALUMINIUM prepainted in white,
Thickness mm: 1,0

**CORE**
Foam

On request: • skin in different colours  
• different types and thicknesses of polystyrene foam (for more information see data sheet “PVC foam cores”)

| Panel’s weight |  
|----------------|-----------------|-----------------|-----------------|-----------------|-----------------|-----------------| 
|                | 10              | 15              | 20              | 25              | 
| Total thickness mm | 10              | 15              | 20              | 25              | 
| SKINS’ thickness mm | 1 + 1           | 1 + 1           | 1 + 1           | 1 + 1           | 
| CORE’S thickness mm | 8               | 13              | 18              | 23              | 
| Weight kg/m²    | 6,7             | 7               | 7,3             | 7,6             |

**PROCESSING METHODS**

- Cutting to size
- Milling
- Drilling
- Joining
- Cut to shape
- Panel folding
- Panel edgings
- Inserts
- Painting
- Veneering

**Standard dimensions**

(Other dimensions available on request)

Dimension tolerance ±30mm

<table>
<thead>
<tr>
<th>4000 mm</th>
<th>1500 mm</th>
</tr>
</thead>
</table>

**Core**

**Foam**

**EXAMPLE**

**Panel’s weight**

- Thickness’ tolerance ± 0,3 mm
- Dimension’s tolerance ± 30 mm

**Liability Disclaimer:** The above data are to the best of our knowledge correct and are intended to give information about our products and their potential applications. No warranty is given or implied in respect of certain properties of the products or their suitability for a particular application. We reserve the right for technical changes without further notice. We guarantee impeccable product quality under our terms of sale.